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GT-C01-1 Universal Tensile Strength Tester (Double Column)

This is designed for conduct tensile, compression, bending, shearing, bonding strength, peeling, tearing and

other tests for rubber, plastic, leather, metal, nylon line, fabric, paper, aviation, packaging, construction,

petrifaction, electrician, vehicle and other materials. It is a basic equipment of quality control, receiving

inspection, physical test, mechanics research, material development.

Standards

ISO13934-1, 13934-2, 13935-1, 13935-2, 13936-1, 13936-2, 13936-3, 13937-2, 13937-3, 13937-4, 1421, 2411,

2062, 4674-1, 5082, 9073.3, 9073.4, 9073.18

ASTM D 434, D751, D885 , D1683, D2256, D2261, D2724, D2731, D3787, D4034, D4964, D5034, D5035,

D5587, D5733, D5735 .

BS 2543, 2576, 3320, 3424, 4303 , 4304,

M&S P11, P12, P13, P14

JIS L1096

GT-C01-2 Textile Comprehensive Compress Elastic Tester

This machine is designed for testing function of textile thickness and compress reversion. It is concluding

universal test platform and multiple series of pressure finger, which can satisfied the test about multi-index

(thickness,compress reversion function), multi-standard, multi-product, and It is a really a machine with

multi-function.

Standards

FZ/T64017, FZ/T64020, FZ/T64003, FZ/T81005

GB/T 24442.1.2

GB/T22796, 24252, 3820, 13761.1, 1089, 1092, 8168, 24218.2

GT-C02-1 Universal Tensile Strength Tester (Single Column)
This tester is designed for conduct tensile, compression, bending, shearing, bonding strength, peeling, tearing

and other tests for rubber, plastic, leather, metal, nylon line,yarn, fabric, paper, aviation, package, construction,

petrifaction, electrician, vehicle and other materials. It is a basic equipment of quality control, receiving

inspection, physical test, mechanics research, material development.

Standards

ISO13934-1,13934-2,13935-1,13935-2,13936-1,13936-2,13936-3, 13937-2,13937-3,13937-4,1421, 2411, 2062,

4674-1,5082, 9073.3, 9073.4, 9073.18

BS 2543, 2576, 3320, 3424, 4303, 4304,

M&S P11, P12, P13, P14; JIS L1096

ASTM D 434, D751, D885, D1683, D2256, D2261, D2724

D2731, D3787, D4034, D4964, D5034, D5035, D5587, D5733, D5735.
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GT-C02-2 Ball Burst Strength Tester

Used for testing ball burst and extension of cotton fabric, elastic fabric and socks and gloves products.

Standards

GB/T 19976,ASTM D 3787, EN 12332-1, FZ/T 01030,

FZ/T 60019

GT-C04-1 Electronic Elastic Strength Tester
This machine designed for elasticity testing of all kinds of elastic materials such as socks, knitted underwear,

woven fabric, spandex, spandex core, hammock and elastic cord.

Standards

FZ/T 01034, FZ/T 01062, ASTM D4964, BS 4592

GT-C04-2 Electronic Peeling Tester
This test machine designed for peeling test of adhesive lining, multilayer laminated fabrics, hot melt adhesive
lining, adhesive between lining and shell fabric, coating adhesion.

Standards

FZ/T 01085, FZ/T 80007.1, AATCC 136, FZ/T 01010, FZ/T60011
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